Hogan Company, Inc. at 4:16 p.m. June 21, 1978. This acci-
dent was investigated on June 22t 1978.

Information for this report was obtained by visiting
the accident site and Interviewing employees and officials
of the Ben M. Hogan Company, Inc.  The accident site had
been left undisturbed.  Investigations of the accident
had been conducted by the company officials In conjunction
with local law enforcement officers and J, A. "Riggs Tractor
Company.

GENERAL INFORMATION

The Ben M. Hogan Company, Inc., Searcy Quarry and Mill
is a crushed stone mining and sizing operation 3 miles north
of Searcy, Arkansas.  Sandstone is drilled, shot and loaded
into haulage trucks, hauled to the crushing and screening
plant, where crushed material is stockpiled, loaded and
hauled to various areas for the construction industry.

PHYSICAL FACTORS INVOLVED

The rubber-tired articulated front-end loader was a
Caterpillar Model 980-B, Serial No. 89P5256, equipped with a
5-1/2-cubic yard capacity bucket, 260 horsepowered at 220 RPM,
operating weight of 47,000 pounds, single lever planetary
power shift, iron counterweight of 3,190 pounds, wheelbase of
122 inches, overall length of 24 feet 10 inches, height to
top of exhaust stack 11 feet 7 inches, and a maximum hinge
pin height of 13 feet 7 Inches.

On the day of the accident the victim had complained to
Ed Tomlinson, haulage truck operator, that it felt like a
tire was low.  After an investigation by the two It was
decided the tires were ok.

Mobile equipment operators change oil, lubricate, and
inspect their vehicles weekly. Deficiencies found at any
time were reported verbally to the foreman or the superin-
tendent and the J. A. Riggs Tractor Company sends a mechanic
to repair equipment.

The west top of quarry bench was cap rock and clay that
was removed by loading with a front-end loader into haulage
trucks and hauled off to dump.  There was a grade of about
5 percent south after the overburden was removed.

1124er at this operation, and 25 years
